PTZ-900-N"

DATASHEET

900 MHz Wireless Pan-Tilt-Zoom

Camera Control System

» Controls a PTZ camera from up to twelve

miles, line-of-sight.

» Point-to-point and point-to-multipoint

camera control.
» RS232/485/422 compatible.

» User-selectable data rates from
1200 bps to 19.2 kbps.

» All-weather NEMA 4x construction.

» Compatible with most major dome
manufacturers.

» FCC Part 15 and DOC (Canada) approved.

The PTZ-900-N remote camera control trans-
mission system allows you to control the pan,
tilt, and zoom of a camera from up to twelve
miles away (with line-of-sight between trans-
mitter and receiver). The PTZ-900-N inte-
grates easily with most major dome manufac-
turers and is compatible with RS232, RS422,
and RS485 protocols.
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The PTZ-900-N operates in the unlicensed
900MHz ISM band using 64 hopping channels
with four user-selectable sequences, allowing
the system to operate exceptionally well even
with other products operating in the same
band. Eight-bit, user-selectable addressing fur-
ther enhances the ability to address mulitple
systems in a single path or in a point-to-
multipoint configuration.

The PTZ-900rtx is available with either a 9dB
patch or a 3dB omnidirectional antenna.



PTZ-900-N" DATASHEET

PTZ-9001Xx Transmitter

System Specifications

FREQUENCIES

64 channels starting at 902.2MHz,

400kHz spacing
RF OUTPUT POWER

4 watts EIRP with AD900-9-P 9dB antenna
FREQUENCY STABILITY

0.0025% PLL-stabilized
MODULATED BANDWIDTH

67.5kHz (3dB), 112.5kHz (20dB)
HOPPING RATE

600 hops/second
FCC ID NUMBER

NCY PTZ900-TX

CURRENT DRAW
522mA maximum, 190mA in standby

INPUT VOLTAGE
6-13vDC

PTZ-900RrRX Receiver
FREQUENCIES
902.2-927.8 MHz

CASCADE NOISE FIGURE
< 6dB

ADJACENT CHANNEL REJECTION
> 50dB

RECEIVER SENSITIVITY

-95dB maximum for 10-¢ BER
IMAGE REJECTION

> 60dB

LO STABILITY
0.0025% PLL stabilized

CURRENT DRAW
200mA maximum

INPUT VOLTAGE
6-13vDC
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DATA INPUT LEVEL
RS232, R5485/422 (default)

DATA RATE (USER)
1200/2400/4800/9600/19.2kbs (9600 default)

DATA FORMAT
8-1-N

SERIAL INTERFACE
DB9 male with ferrite; 4-position terminal block

RF CONNECTOR
Tx: reverse polarity SMA, per FCC 15.203
Rx: standard SMA

POWER CONNECTORS
2-position terminal block
RADIO DIMENSIONS
4.7"%8,8"x2.5" or 11.94x22.35x6.35 cm
WEIGHT
2.65Ibsor 1.2 kg
HUMIDITY
95% non-condensing
OPERATING TEMPERATURE
- 4°F to +158°F or -30°C to +70°C

STORAGE TEMPERATURE
—-22°F to +185°F or -30°C to +85°C
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